
Wall Mount Switching Adapter  

SSA-0651 Single Output Series 

Applications:  

• Net PC 

• Notebook  

• Tablet PC   

• LCD monitor   

• Portable equipment  

• Telecommunication 

Equipment  

• Industrial Microcomputers  

 

Features:   

• Desktop Type  

• Universal input   

• Built-in Class B EMI filter    

• Fully regulated output  

• Over voltage protection  

• Over power protection  

• Short circuit protection  

• Thermal protection  

• No load consumption<0.5W  

 
 

Output Specifications:

Model 
Output 

power  
Min. Load  Max. Load  Total power Efficiency  

SSA-0651-1 12V 0A 5A 60W 85% 

SSA-0651-2 19V 0A 31.6A 60W 85% 

SSA-0651-2 20V 0A 3A 60W 85% 

SSA-0651-2 24V 0A 2.5A  60W 85% 

 

General Specifications:  

• Input voltage range: 90~264 Vac 

• Input frequency: 47~63 Hz 

• Input current: 2A (rms) 

• Efficiency: ≧85% Average 

• Leakage current: 3.5mAa max. 

 

 

Safety: CB, CUL, TUV, CCC, PSE, BSMI  

EMC:  CE, FCC, C-tick   

 

 

 

 

 

 

 

 

 

 

Specification may change without prior notice 
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Dimension:  

L109.5 × W58 × H32 mm  

(L4.3 × W2.2 × H1.3 inch) 

 

 
 


